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XTZ 660 Shock Absorber T-Valve 

 
The installation of this kit is quite straightforward if you are experienced with damper 

maintenance. If you haven’t serviced a shock absorber or removed a shock shaft assembly, 

do not attempt to install this kit on your own. Shock absorbers have high pressure gas 

within them and mistakes can be deadly. If you’re unsure about this job please contact us 

and we can put you in touch with a suspension specialist local to you. 

 

Step 1: 
Disassemble the shock absorber and clamp the shock shaft in a 14mm shaft clamp. Inspect the seal 

case and bladder for ware and replace if necessary.  

 

Step 2: 
Remove the nut and the remainder of the assembly. Replace the large OEM spacer and hold onto 

the one that was on the top, you’re going to reuse it as well. 
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Step 3: 
Remove the fuji nut from the packaging and set it aside. Then carefully invert the piston and shims 

and slide them onto the shock shaft. Place the spacer you set aside on top of the stack and fasten 

the assembly together with the provided fuji nut. Torque the assembly to 34N/mm. 

 

 

Step 4: 
Rebuild the shock absorber we recommend using KYB K2C shock oil which is 11.3 cSt @ 40C, 

However most 2.5wt oils will work as well. Gas the shock to 150 Psi. 

 

To Long Didn’t Read 
Nut Torque 34N/mm 

Oil Viscosity KYB K2C, 11.3 cSt @ 40C or 2.5 wt 

Gas Pressure 150Psi 

Shims 
Feel free to modify the shim stack but if you’d like to return it to how original, the specification it 

was shipped with is below. 

 

Compression Rebound 
Against Face 

1 12.40.15 (3) 1 12.36.25 
2 12.34.10 2 12.28.10 
3 12.40.25 3 12.36.20 
4 12.38.25 4 12.34.25 
5 12.36.25 5 12.32.25 
6 12.34.25 6 12.28.20 

7 12.30.25 7 12.20.30 

8 12.28.25  
 


